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RF components making full use of our core competency, 

the analog high-frequency technology, to engage in the 

development and manufacturing of passive components 

for high frequency radio system (passive components that 

do not require a power supply). Products can be custom-

ized according to your needs based on our broad product 

portfolio such as an attenuator, splitter, combiner and POI 

and various filters. Also, we offer the development of 

composite components of a combination of various 

aforementioned components.

Center Frequency Range: 
0.4 to 8GHz

Impedance: 50Ω

Isolation: 50~100dB

VSWR : < 1.3

Input Power: 1 to 200W max

Connector : customization

Frequency: 
700,800,900MHz,1.8/2.1/
2.7/3.5GHz 

Impedance: 50 Ω

Input/output port : 
2 in-1 out

Insertion loss : < 0.5

VSWR : < 1.3

Input Power : 200W max

PIMD: -153dBc 

Connector : 
4.3-10/7/16 DIN , N-type

Frequency: 
700,800,900MHz,1.8/2.1/ 
2.7/3.5GHz

Impedance: 50 Ω

Input/output port : 
3 in-1 out

Insertion loss : < 0.5

VSWR : < 1.3

Input Power: 200W

PIMD: -153dBc 

Connector : 
4.3-10/7/16 DIN , N-type 

Frequency: 
700,800,900MHz,1.8/2.1/ 
2.7/3.5GHz

Impedance: 50 Ω

Input/output port : 
4 in-1 out

Insertion loss : < 0.5

VSWR : < 1.3

Input Power: 200W

PIMD: -153dBc 

Connector : 
4.3-10/7/16 DIN , N-type 
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Frequency Band
        (MHz)

Insertion Loss                 

V.S.W.R

Isolation

Impedance

Connector 

Attachment

Passive Intermodulation 

Average Max Power(W)

700MHz       

703-788      890-960 1710-1880 1920-2170 3400-3600

Part 1-4 Part 1-4

8.5dB max

1.35 max

50dBc min

22dB min

50Ω All ports

-150dBc CW 2x43 dBm

40W max. per input port

4.3-10 Din-Female

4.3-10 Din-male cable (1m) 

No- applicable

Inter Bands 

In band

Part 1-4 Part 1-4

900MHz       1800MHz       2100MHz       3500MHz       
option

Feature

Block Diagram 

Modular POI Application

Specifications

19inch rack shelf installed

Cellular In-building Network

MRT/Metro   

For Active DAS and Metro

The POI is composed of 16 
inputs and 2 outputs. 

The frequency can be manufac-
tured from 700/ 900/ 1800/ 
2100  (+3500MHz option) with 
the specified frequency of 

GSM/ WCDMA/ LTE /5G system.

Each modular unit is easy to 
take off. 

Modular POI is suitable for IBS 
base station purpose.
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