RF Variable Attenuator DC-1

Model : UBA-1001-300

Feature

The UBA series are push-button type attenuators,
covering up to DC-2,700 MHz frequency range.
These compact and lightweight attenuators are
equipped with newly-developed gold contacts
which boast excellent environmental resistance
such as corrosion resistance

Application Block diagram
« Telecommunication purpose
* IBC/IBS , INPUT 1 @mimm % ® OUTPUT 1
+ Test lab/ Repair
» Test instrumentation
INPUT 2 @ W\, ® OUTPUT 2
Block 2
Electrical characteristics
ITEMS BA-1001-300
Pass Band Frequency 700-2170 MHz
Insertion Loss 1.8 dB max (700 - 1300MHz) 3.0 dB max (1300 - 2170MHz)
VSWR 1.3
Attenuation 41 dB max (Combination of 1,2,3,5,10,20 dB )
Impedance S
Average Maximum Power 1.5W
b iher + (2%+0.2) dB : (700 - 1300MHz) + (4%+0.4) dB : (1300 -
2170MHz)

Mechanical characteristics

Dimensions 185%x265x90mm (Height x Width x Depth)
Connector N-Male, N-Female
Mounting NA

Environmental characteristics

Operating Temperature -10°C to +50°C
Storage Temperature SU0HE ko) 20T
Relative Humidity 5~95% ~+35°C
Lighting Protection Non-applied
RoHS Applicant Complied
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